
 

 FO PRO90 
    

 

 

 

Transparent protective film for FC BLANC transfer 
paper 

 

FO PRO90 is made of a 95 g/m², 100 µm silicon 
paper liner , a 7 g/m² polyurethane protective layer  
and a 7 g/m² polyurethane adhesive . 

 

Laminator or heat press  

 

 

 

Ideal in combination with FC BLANC for customizing 
natural or dark colored cotton and synthetic fabrics. 
Suitable for work apparel . 

FO PRO90 is a transparent protective film , 
laminated to a release paper, made to protect 
FC BLANC prints  and give them resistance to 
machine washing up to 80°C.   

 

1  

Place  the glossy side of FO PRO90 on the printed side of FC 
BLANC and laminate them with a laminator  or heat press.  

2  

Laminator: approx 140°C - speed 1  

 

2 

 

Place a sheet of heat-proof tissue paper  (AU CFC VELIN) on the 
press then FC BLANC and FO PRO90, another sheet of heat-proof 
tissue paper and a cold silicone mat  (MA STUOI GB80-2). 

Then: 

Air press : 145°C for 110" - pressure 5atm  

Manual press : 145°C for 110" - high pressure 

 

3  

Wait until it cools down and remove the paper liner  from the  
FO PRO90. Continue as indicated on the FC BLANC 
instructions  (points 2 to 6). 

 

 

 

Printed fabric is machine washable at 80°C . Iron inside-
out or protect. For further information contact your 
dealer. 

Store in a cool dry place. 

Do not expose to direct sunlight. 

If properly stored the product will maintain its features for at 
least 2 years. 

 

 
The instructions on this sheet are merely indicative and contain details concerning tests carried out in our laboratories with our equipment. 
Do your own testing. The manufacturer will replace defective material but is not responsible for any damage resulting from incorrect use. 

      * Also available in 50/A4 and 100/A4 packages 

 

 

 

 


